FLEX

2019 Dutchman Clearview Lanes

BUILT FOR BOWLING
Oil Pattern Distance 43 Reverse Brush Drop 34 Qil Per Board 50 ul
Forward Oil Total 13.2mL  Reverse Oil Total 9.1 mL Volume Oil Total 22.3 mL
Tank Configuration N/A Tank A Conditioner Current Tank B Conditioner Current
START STOP LOADS SPEED BUFFER TANK CROSSED START END FEET TOW
12l 2R 3 14 3 A 111 00 38 3.9 5550
2 10L 10R 1 18 3 A 21 3.9 64 2.5 1050
3 11L 11R 2 18 3 A 38 64 11.5 5.1 1900
4 12L 12R 3 18 3 A 51 11.5 19.1 7.6 2550 . = . = o = oA
s 13L 13R 2 18 3 A 30 191 242 5.1 1500 || || | | ! | |
6 14L 14R 1 22 3 A 13 242 273 31 650
7 2L 2R 0o 26 3 A 0 273 43.0 157 0
=
=
=
START STOP LO‘AD§ SPEED B,k,),F,F,ER TANK CROSSED . START ,END, FEET TYOIL
1 2L 2R ] 22 3 A 0 43.0 320 -11.0 0 =
2 10L 10R 3 22 3 A 63 32.0 227 -9.3 3150
3 9L SR 3 22 3 A 69 22.7 13.4 -9.3 3450
a4 8L B8R 2 18 3 A 50 13.4 8.3 -51 2500 - Sz
s 2L 2R 0o 18 3 A 0 83 00 -83 0 =06
Cleaner Ratio Main Mix 5:1 Forward
Cleaner Ratio Back End Mix 5:1 Reverse
Cleaner Ratio Back End Distance 59 Combined

Buffer RPM:4 =720 |3=500| 2=200| 1=50
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